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Based on 67 measurements in

MW-22BR-B borehole

Number

Dip (in degrees)



Northeast
Geophysical Services
4 Union Street Bangor, Maine 04401

email: ngsinc@negeophysical.comemail: ngsinc@negeophysical.com
Tel. 207-942-2700
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Site:
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Well:

Boring Depth:

Meas. From: Structure Plots:

Stickup:

Casing Type:

Orientation:
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Cutler, Maine10/13/2022

4.81 ft

NSAC

R Rawcliffe

Plate E-4 Caliper & Televiewer Logs

MW-22BR-B

200 ft

top of casing
black = planar features (faults, foliation, bedding, joints, etc)
light blue = possible transmissive fracture
dark blue = likely transmissive fracture
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TABLE E-1  Planar features interpreted from acoustical and optical televiewers 

NSAC Site - Cutler, NH October, 2022

Declination: 15.95 degrees west

Borehole Feature Feature depth Dip Dip Azimuth Strike Dip Azimuth Strike Aperture Category

Number Feet Degrees magnetic magnetic  True  True mm Type

MW-22BR-B 55 158.2 27 148 58 132 42  <1 mm 100

MW-22BR-B 56 164.8 28 140 50 124 34  <1 mm 100

MW-22BR-B 57 170.5 30 154 64 138 48  <1 mm 100

MW-22BR-B 58 172.5 4 87 357 71 341 3 101

MW-22BR-B 59 176.0 26 225 135 209 119  <1 mm 101

MW-22BR-B 60 176.7 25 82 352 66 336  <1 mm 101

MW-22BR-B 61 177.8 10 224 134 208 118  <1 mm 101

MW-22BR-B 62 181.3 36 149 59 133 43  <1 mm 100

MW-22BR-B 63 184.2 28 144 54 128 38  <1 mm 100

MW-22BR-B 64 186.5 40 143 53 127 37  <1 mm 100

MW-22BR-B 65 188.7 33 139 49 123 33 2 108

MW-22BR-B 66 188.9 36 136 46 120 30 5 108

MW-22BR-B 67 189.6 54 347 257 332 242  <1 mm 101

Explanation:          

Category 100 = planar feature (possible fracture, joint, foliation, bedding, etc.) aperture less than 1 mm

Category 101 = planar feature (possible fracture, joint, foliation, bedding, etc.) aperture > 1 mm

Category 107 = Likely water bearing feature

Category 108 = Possible water bearing fracture


